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DB2368IAS-W
2000 Series sounder base with isolator (white)

Specyfikacja techniczna

Electrical
Power supply type Loop powered

Isolation
Type Negative line break

Physical
Colour White
Mounting type Ceiling mount, Wall mount
Mounting position Ceiling, Wall
Material High impact polycarbonate

Environmental
Vandal proof No
Environment Indoor

Regulatory
Compliancy CE, REACH, RoHS 2, WEEE
Certification EN54-17, EN54-3

Wyroby zgodne
Kategoria Odniesienie Opis
Detection
device

DP2061N Adresowalna optyczna czujka dymu
Aritech serii 2000

Detection
device

DP2061T Adresowalna multisensorowa czujka
pożarowa Aritech serii 2000

Detection
device

DT2063N Adresowalna czujka termiczna serii
Aritech 2000

Notification
device

AS2368CAP-W Biała zaślepka do sygnalizatorów
akustycznych serii Aritech AS2368

Będąc firmą innowacyjną, Kidde Global Solutions zastrzega sobie prawo do zmian w specyfikacji

wyrobów bez uprzedzenia. W celu uzyskania najnowszych specyfikacji prosimy o wizytę na stronach

pl/firesecurityproducts.com lub kontakt z przedstawicielem handlowym.
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